
PF46249
BOX STYLE FUEL ELEMENT WITH HANDLE
Baldwin Filters’ PF46249 Box Style Fuel Element is designed for use with John Deere 
equipment. The heavy-duty construction of the filter, including wire mesh media, 
provides the protection required.

APPLICATIONS
JOHN DEERE
MODEL ENGINE
D450 6068HE051
R450 6068HE050
S550 STS PowerTech Plus 6.8L
S650 6090HH020 (Worldwide Edition)
S650, S660 Combine, 
S670 Combine

6090HH006 (Worldwide Edition)

S660 Combine, 
S670 Combine

PowerTech 6090 (Interim Tier 4) 
(European Edition, 2014-15)

S660 Combine, 
S670 Combine

PowerTech 6090 (Tier 2, Tier 3) 
(European Edition, 2012-13)

S680, S690, S780, S790 6135HH008
S680, S680 Hillmaster, 
S690, S690 Hillmaster

PowerTech 6135 (Interim Tier 4) 
(European Edition, 2014-15)

S680 Hillmaster PowerTech 6135 Series 
S680 STS PowerTech 6135 Series 
S680i S680i
S685 6135HH005 (European Edition)
S690 6135HH006 (Worldwide Edition)
S690 Hillmaster, 
S690 STS

13.5L (S/N 745101-765249)

S690 Hillmaster, 
S690 STS

PowerTech 6135 Series 
(S/N 765250-up)

S760, S770 6 Cyl. 9.0L
S780, S790 6 Cyl. 13.5L
S780, S790 6135HH004
T670i T670i
W330 6068HCQ82 (South America Edition)
350D LC 6090H
2854 6090RW (9.0L)
6140M 6068HL289 (Europe Edition)
6170M PowerTech 6068HL286 
7200R, 7215R 6068RW401 (Worldwide Edition)
7200R, 7230R PowerTech PSX 6.8
7210R 6068RW434 (Worldwide Edition)
7210R 6068RW501
7210R, 7215R PowerTech PSS 6.8, 

PowerTech PSX 6.8
7215R 6068RW402 (Worldwide Edition)
7230R, 7250R, 7270R 6068RW
7230R, 7250R, 7270R 6068RW502 (Worldwide Edition)
7230R, 7260R, 7280R PowerTech PVX 9.0
7250R, 7270R PowerTech PSS 6.8
7250R, 7270R, 7290R, 
8370R, 8370RT, 8400R

PowerTech PSS (9.0L)

JOHN DEERE, CONT’D.
MODEL ENGINE
7260R, 7280R 6090RW401 (Worldwide Edition)
7270R 6068RW446 (Worldwide Edition)
7290R, 7310R 6090RW486 (Worldwide Edition)
7310R, 8310R, 8335R, 
8335RT, 8360R, 8360RT, 
9360R

PowerTech PSX (9.0L)

7630, 7730 6068HRW64
7715 6068H PowerTech
7815 6068 PowerTech
7815, 9970 6081 PowerTech
7830, 7930 6068HRW65
8245R 6090RW490 (Worldwide Edition)
8245R PowerTech PSS (9.0L) (Final Tier 4)
8270R PowerTech PSS (9.0L)
8270R, 8295R, 8320RT, 
8370RT

6090RW488 (Worldwide Edition)

8295R, 8320R 6090 PowerTech Plus
8320R 6090RW489 (Worldwide Edition)
8320RT, 8345RT 6090RW503 (Worldwide Edition)
8345R 6090RW465 (Worldwide Edition)
8370R 6090RW494 (Worldwide Edition)
8370R 6090RW495 (Worldwide Edition)
8400R 6090RW481 (Worldwide Edition)
8400R 6090RW504 (Worldwide Edition)
9360R 6090RW403 (Tier iT4)
9370R PowerTech PSS (9.0L)
9410R, 9460R, 9460RT, 
9510R, 9510RT, 9560R, 
9560RT

PowerTech PSX (13.5L)

9410R, 9460R, 9510R, 
9560R, 9560RT

6135RW401 (Worldwide Edition)

9420R, 9420RX, 9470R, 
9470RT, 9520R, 9520RT, 
9520RX, 9570R, 9570RT

PowerTech PSS (13.5L)

9420R, 9470RT, 9520R, 
9520RT

6135RW405 (Worldwide Edition)

9420RX, 9470R, 9470RT, 
9520R, 9520RT, 9570RX, 
9570RT

6135RW203 (Worldwide Edition)

9570R 6135RW (Final Tier 4)
9570RX 6135RW303 (Worldwide Edition)
9570RX Cummins QSX15 (14.9L)
9870STS PowerTech Plus 13.5L
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CROSS-REFERENCE
BALDWIN OE DONALDSON FLEETGUARD FRAM LUBER-FINER WIX

PF46249 N378886 – – – – –


