
Product Information
Catalog HY15-3503R1/US

Parker Hannifin Corporation
Hydraulic Cartridge Systems Division
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Special Bodies and Cavities
2X, 2-Way

Dimensions
Millimeters (Inches)

For additional information see Technical Tips on pages BC1-BC2.

Body
Material

Ordering Information

Port
Size

 Code Body Material

 A Aluminum

 S Steel

 Code Port Size 

 513 3/8 SAE

 Cavity Tooling For 2X

 Pilot Drill Ø 14.80 (0.583)
 Step Drill 8DS31344
 Reamer (Alum) 8RM31057A
 Reamer (Steel 8RM31057S
 Counterbore —
 Tap 8TP31202

Line
Body

LB10

(1)

(2)

CAVITY

50.80
(2.00)

7.10
(0.28)

31.80
(1.252)

14.00
(0.551)

4.75
(0.187)

41.28
(1.625)

31.75
(1.25)

50.80
(2.00)

14.30
(0.563)

28.58
(1.125)

Ø 0.025
(0.001) A

Ø 0.10
(0.004) A

2.75 (0.108)

8.70 (0.343) min

19.00 (0.748) max

28.60 min
(1.126)

Ø 32.00
(1.260 )

± 0.40

± 0.016

Ø 20.65
(0.813 )

± 0.10

± 0.004

3/4" - 16
UNF-2B

0.50 (0.020)

29.00
(1.142 )

± 0.40
± 0.016

30.60 (1.205) min

19.20 (0.756)

14.30 (0.563) min

0.05
(0.002) A

Ø 15.88
(0.625)

+0.05
–0.00

+0.002
–0.000

Ø 14.80 (0.583)
Pilot Drill A

R = 0.10
(0.004 )

+0.15 -0.00
+0.006 -0.000
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NOTE:
Use parker C09-2 cavity and body.
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