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Product Picks - PA31010  & PA31011 (3/18)

NEW RELEASE
EnduraPanel air filters are built to last while delivering superior 
efficiency throughout the entire service interval. The dirt-holding 
capacity surpasses the OE filter offerings. EnduraPanel’s compact 
designs provide flexibility to accommodate various engine 
configurations. Structural endurance testing proves once again that 
Baldwin meets and exceeds the OE product. The PA31010 (primary)  
and the PA31011 (secondary), provide excellent protection for your 
Bobcat Loaders and Telescopic Handlers with Doosan and Kubota 
engines.

APPLICATIONS
 Bobcat Loaders, Telescopic Handlers with 
 Doosan, Kubota Engines 

CROSS-REFERENCE
 PA31010
 Bobcat 7010030, 7286652; 
 Hifi/Jura Filtration SA16782

 PA31011
 Bobcat 7010031; 
 Hifi/Jura Filtration SA16783   

SPECIFICATIONS
 PA31010
 Size: 11 3/8 (288.9) x 10 7/16 (265.1) x 6 19/32 (167.5)
 A. Gskt.: [1] Attached
 Use With:  PA31011 

 PA31011
 Size: 10 7/16 (265.1) x 5 15/32 (138.9) x 1 1/2 (38.1)
 A. Gskt.: [1] Attached

PACKAGING
 PA31010
 UPC: 7 91440 10533 1
 Case Quantity: 1
 Case Weight: 2.8 lbs. (1,3 kgs.)
 Filter Weight: 2.8 lbs. ea. (1,3 kgs. ea.)
 Volume: 0.296 ft³ ea. (0,008 m³ ea.)

PA31010

PA31011

PA31011
 UPC: 7 91440 10536 2
 Case Quantity: 1
 Case Weight: 0.9 lbs. (0,4 kgs.)
 Filter Weight: 0.9 lbs. ea. (0,4 kgs. ea.)
 Volume: 0.061 ft³ ea. (0,002 m³ ea.)


