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PA31012
Primary EnduraPanel Air Element

Product Picks - PA31012 (10/18)

NEW RELEASE
Two popular Cummins engines, the QSB6.7 and the QSL9 are 
being used for construction or agricultural applications. Dirt and 
contaminant removal at the highest levels are achieved using the 
Baldwin PA31012 EnduraPanel Air Element. Superior efficiency and 
dirt holding capacity, paired with exceptional structural endurance 
testing results make Baldwin your logical choice for high quality 
filtration.

APPLICATIONS
 Cummins QSB6.7 (Final Tier 4, Interim Tier 4, Tier 4), QSL9 Engines

CROSS-REFERENCE
 Cummins 5261248; 
 Fleetguard AF55005; 
 Ford Motor Corp. CC4Z9601A; 
 Motorcraft FA1917; 
 Donaldson DBA5291; 
 Hifi/Jura Filtration SA16744; 
 SF-Filter SL81760

SPECIFICATIONS
 Use With: PA31003
 Size: 16 1/8 x 5 27/32 x 10 1/32
  (409.6 x 148.4 x 254.8)
 A. Gskt.: [1] Included

PACKAGING
 UPC: 7 91440 10541 6
 Case Quantity: 1
 Case Weight: 5.3 lbs. (2,4 kgs.)
 Filter Weight: 5.3 lbs. ea. (2,4 kgs. ea.)
 Volume: 0.672 ft³ ea. (0,019 m³ ea.)
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